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Parts 
  

Step-by-step fitting instructions for the  
Eco-Fresh Drinking Water Filter 

 

Speedfit valve  
Mounting bracket,  
Cartridge head,  
Screws  
Cartridge  
Hose (cut to length as necessary) 
Tap with 3/8” coupling 
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1. Select a position for the chrome tap around 

the back edge of the sink ensuring that the 
spout can discharge into the sink. Check 
below chosen position for clearance 
See installation instructions for faucet on 
page 3.  

2. Once tap has been installed push the ⅜” 
coupling firmly onto the tap. 

3. Fix bracket to filter head using the screws 
supplied, checking the inlet and outlet are 
in the correct orientation. 

4. Locate the filter housing vertically, mark 
position and secure with screws provided. 
Important note: Check that the screws 
supplied are not too long for your chosen 
location and will not break through the 
cupboard wall 

5. Cut a length of tubing and push fit into the 
tap connector and the outlet connector on 
the filter head 
Important note: Tube end must be cut 
square  

6. Install the self-piercing saddle valve 
See self piercing valve installation 
instructions on page 4 

7. Using a suitable sealant, screw the ⅜” x ½” adapter onto the self-piercing saddle valve 
8. Cut a length of tubing and push fit into the self-piercing saddle valve connector and the inlet 

connector on the filter head 
Important note: Tube end must be cut square 

9. Screw the Eco-Fresh filter cartridge into the filter head 
10. Turn on the water supply at the self-piercing saddle valve 
11. Before use, flush at least 20 litres of water through the system 

  

Step-by-step fitting instructions  
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Fitting of tap 
Select the spot for the tap to be fitted on the sink and, using the black plastic stiffener as a guide, mark 
the spot to be drilled with a pencil.  Before drilling it is very important to make sure that the area 
underneath this spot is accessible and flat for the nut, stiffener and spring washer to seat on, and that 
you can get access to tighten the nut and make the tube connection. 
 
Drill a pilot hole with a 1/8” drill bit then follow through with a ½” bit.  (Never attempt to drill a vitreous 
china sink, locate the tap in the worktop instead.)  If you are drilling a porcelain enamelled sink place a 
piece of tape over the spot to be drilled to prevent chipping. 
 
In most installations the faucet will be assembled using the larger lower body as in picture below, in 
which case discard the small lower body.  If you are not using the large lower body (this will be in 
circumstances where the corner of the sink is too small for it or it is being installed in an extra thick 
worktop where you need the extra length of the stud) then assemble using the small lower body and 
discard the large one.  In either case ensure the ‘O’ is in place. 
 
Insert tap through hole in sink or work top and then place the black plastic stiffener and spring washer 
on the threaded tail, screw nut on and tighten using a 7/16” adjustable wrench until it is tight and tap 
does not rotate. 
 
Finally connect tubing with a 3/8” pushfit fitting on the tail of the tap. 

  

Tap Body 

Lower body  
small or large 

Worktop or sink 

Black plastic stiffener 

Spring washer 

Nut 

Instructions for installation of faucet 
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 Instructions for installation of self-piercing valve 


